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01 fHaMEL%E
Copper Clad Steel Wire

J iTHREE  Standards

LT IRy

ASTM B452, ASTM B227, ASTM B869
ASTM B910 / B910M, BS4087, ST11411

R IS LE LTI (O PR

amartu g ik W R A

5 RSB (LASTMEREEAHI) Standard

J iR Advantage 21A, 21HS—BHEN21%RBXIEEEELNLE
1. BEEIZEFNRAREESR. 30A, 30HS, 30EHS—SHER30%MHEK, HiEENETEERANE
2. WIRE: EATAEBNRSRBREE, 40A, 40HS, 40EHS—SHBEHI0%MEX, SRENEEREHANE
3. HER: HRMENEEMERKEATRE. 7T0A—SHERT0% KB X HE N
4. TR/ BRKRSN, BEET. RAE. 21A, 21Hs——Annealed, High Strength, 21% Conductivity

30A, 30HS, 30EHS——Annealed, High and Extra High Strength, 30% Conductivity
40A, 40HS, 40EHS——Annealed, High and Extra High Strength, 40% Conductivity
70A——Annealed, 70% Conductivity

1. The copper clad steel wire by cladding Is no pollution.

2. High tensile strength: this kind of wire is suitable for overhead transmission lines.

3. Light welght: The length of the copper clad steel wire is bigger than the pure copper
wire for the same specification.

4, Low loss: small linear expansion coefficient, good temperature endurance, low cost,

) F=&@3EE The Range of Product

’ i 3% Application EAGRAGESEEETNEERNEEE ¢ 0.05~ ¢ 5.2mm, TREAPERETHRNEDHNE
HEASS. WES CCS made by clad-welding method, the range of CCS we can produce is 0.05-5.2mm, and

AHEM(CATVE). Bd., BEESSE we can also produce as customer’ s requirements.
PR, HE R

BfmeHaiEg,. KRANR

Ridtm, REHRR

BRS%

Telephone wire,

CATV cable, Electrical power Communication overhead wire,
Internet Cable, Computer Cable,

Electronics contact fittings,

Shielded line of electric power cable,

High temperature conductor

o
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# HERL RN
The Resistivity And Density Of Copper Clad Steel Wire

EsJiNE ] BABEEQ - mm2/m (f£20°CH) 20°CiH @ EEg/cm?
Type Max Reslstlvity At 20°C Denslty At 20°C
21A, 21HS 0.08210 7.98
30A, 30HS, 30EHS 0.058616 8.15
40A. 30HS. 30EHS 0.043970 8.24
T0A 0.026524 8.58
;s EREE

Min. copper thickness of copper clad steel wire

Es VeS| BNAEREEYEE
Type Min Copper Thickness% mm
21A, 21HS 15
30A, 30HS, 30EHS 3
40A, 30HS, 30EHS 5.0
70A 15.0

J B 60 A th L S 2 R 38 FE R K B R
Requirements for Tensile Strength And

Elongation Of Copper Clad Steel Wire For Electronic Products
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#ERN
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Copper Clad Steel Wire

Min Elongation Lo=250mm
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J B M iE R B K
Tensile Strength And Resistance Of Hardness Copper Clad Steel Wire ASTM B227
b E 20°CHEAEHAtBE
BER Tensile Strength Max D.C.Resistance At 20°C
Sectional Area pa
mm?
s [ s | son [ Javs. om0 oe
5.189 2115 745 88 983 21431 28568
4.620 16.77 780 863 1038 2.7032 3.6025
4191 13.79 814 897 1088 3.2843 4.3801
4115 13.30 814 897 1088 3.4057 45442
3.665 10.55 849 932 1132 4.2948 5.7253
3.264 8.37 883 966 173 5.4169 7.2215
3.251 8.30 883 966 173 5.4596 7.2713
2.906 6.63 018 1076 1001 1201 6.8343 9.1113
2.642 5.48 956 1042 1208 8.2714 11,0242
2.588 5.26 956 1042 1235 8.6126 11.4835
2.052 3.3 956 1042 1235 13.7999 18.3966
2.032 3.24 956 1042 1235 14.0821 18.7739
1.626 2.08 956 1042 1235 22.2157 29.6176
1.024 0.823 956 1042 1235 56.2035 174.9052
0.991 0.771 956 1042 1235 60.1079 80.1220
0.813 0.519 956 1042 1235 90.2931 120.3799
J CATVSI AL AR ML
Applied In CATV ASTM B869

NE@'REI% AR BER 20°CHR KB BHE T h RE
R e Tolerance | Sectional Area |Max D.C.Resistance At 20°C| Breaking Load Weight

“““——

0.015 40.1890
1.450 0.015 1.652 50.7636 1366 13.47
1.290 0.013 1.307 64.0484 1081 10.40
1.151 0.013 1.039 80.7388 859 8.27
1.024 0.010 0.823 101.7897 681 6.71
0.813 0.008 0.519 161.2612 427 412

0.724 0.008 0.41 203.7731 334 3.35
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