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02 FHEMNR%E
Copper Clad Steel Strand Wire

) BiTHRfE  Standards
ASTMB228 ASTM B229

# Conductivity: S

21%IACS-45%IACS

J Hi& Application

IFERRATHEAERE, BSESERNR, PhEEhESE.
It is widely applied in power transmission line, Electrified railway carrier cable, lightning protection earthing
and other field.

J R Advantages

1. BSHEEHE: RANKKEEALTEE, SHEET, ARIKKEBRRA.
1. Better electrical performance: The surface layer of copper-clad steel strand Is oxygen-free copper,
which has good electrical conductivity. The Inner layer is high-quality carbon steel.

J BlEE Profile
B RE NS AR .
It is composed of pure copper layer and steel core.
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© Copper Clad Steel
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CHANGZHOU CLAD WIRE & CABLE CO., L COpper Clad Steel Strand Wire

TRHU | 369421 8

1172 QR

J 8% Packing

ERAR, BRSIRE, BIILURBEFR NEREH .
Wooden drum / Plywood drum, We can also produce the wire according to customer's requirement

JHEMRLE Copper Clad Steel Strand Wire ASTM B228

20°CHEAERBE HHE
IFRRE Max D. C R*Em Welght
Nominal EUIE Araa

Sectional Area Nﬂf dia | mm?

g mmm-mm

320 19/462 318.71 22788 0.1399 01865  2634.0 2660.8
250 19/412 252,71 18849 20788 25188 0.1764 0.2352 2087.9 210.2
200 19/3.67 200.45 15599 17118 20797 0.2225 0.2966 1666.3 1674.2
160 19/3.26 158.97 12873 14079 17096 0.2805 0.3740 1313.6 1327.2
120 19/2.91 126.06 10609 11567 13884 0.3537 0.4715 1041.7 10562.6
150 7/6.19  148.06 10120 11240 13349 0.3000 0.4000 1218.7 12315
120 71462 117.42 8396 9285 11181 0.3783 0.5043 966.41 976.53
90 7/412  93.871 6954 7661 9280 0.4771 0.6359 766.25 774.29
70 7/3.67 73.871 5747 6309 7661 0.6014 0.8018 608.06 614.46
60 7/3.26  58.561 4745 5189 6300 0.7586 1.0109 482.02  487.07
50 7/291 46.439 3908 4261 5116 0.9564 1.2750 38216  386.18
35 7/259 36.826 3230 3519 417N 1.2061 1.6077 303.14 306.26
50 3/462 50.322 3798 4201 5380 0.8809 11743 413.41 M7.73
40 3/412  39.903 3145 3465 4424 1.1106 1.4807  327.84 331.26
30 3/3.67 31645 2600 2854 3593 1.4007 1.8672  259.98 262.66
25 3/3.26  25.097 2145 2347 2849 1.7662 2.3544 206.11 208.34
20 3/291 19.903 1768 1928 2326 2.227M 2.9690 163.55 165.19
15 3/259 15.781 1461 15692 1887 2.8082 3.7436  129.62 130.99

10 3/2.05 9.929 1014 4.4654 8155 82414
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